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Mine Safety and Health Admin., Labor § 48.11 

this task while explaining proper inser-
tion of the mouthpiece, and puts on the 
nose clip. 

(9) Explosives. The course shall in-
clude a review and instruction on the 
hazards related to explosives. The only 
exception to this course component is 
when there are no explosives used or 
stored on the mine property. 

(10) Mine gases. The course shall in-
clude instruction in the detection and 
avoidance of hazards associated with 
mine gases. 

(11) Health. The course shall include 
instruction on the purpose of taking 
dust, noise, and other health measure-
ments and any health control plan in 
effect at the mine shall be explained. 
The health provisions of the Act and 
warning labels shall also be explained. 

(12) Such other courses as may be re-
quired by the District Manager based 
on circumstances and conditions at the 
mine. 

(c) Refresher training may include 
other health and safety subjects that 
are relevant to mining operations at 
the mine. Recommended subjects in-
clude, but are not limited to, informa-
tion about the physical and health haz-
ards of chemicals in the miner’s work 
area, the protective measures a miner 
can take against these hazards, and the 
contents of the mine’s HazCom pro-
gram. 

(d) All coal supervisors who are sub-
ject to § 75.161(a) of this chapter must 
receive annual refresher training re-
quired by this section within 12 months 
of October, 1998. 

(e) Where annual refresher training is 
conducted periodically, such sessions 
shall not be less than 30 minutes of ac-
tual instruction time and the miners 
shall be notified that the session is 
part of annual refresher training. 

[43 FR 47459, Oct. 13, 1978, as amended at 47 
FR 23640, May 28, 1982; 53 FR 10336, Mar. 30, 
1988; 63 FR 53760, Oct. 6, 1998; 67 FR 42389, 
June 21, 2002; 67 FR 76665, Dec. 12, 2002; 68 FR 
53049, Sept. 9, 2003] 

§ 48.9 Records of training. 
(a) Upon a miner’s completion of 

each MSHA approved training pro-
gram, the operator shall record and 
certify on MSHA form 5000–23 that the 
miner has received the specified train-
ing. A copy of the training certificate 

shall be given to the miner at the com-
pletion of the training. The training 
certificates for each miner shall be 
available at the minesite for inspection 
by MSHA and for examination by the 
miners, the miner’s representative, and 
State inspection agencies. When a 
miner leaves the operator’s employ, 
the miner shall be entitled to a copy of 
his training certificates. 

(b) False certification that training 
was given shall be punishable under 
section 110 (a) and (f) of the Act. 

(c) Copies of training certificates for 
currently employed miners shall be 
kept at the minesite for 2 years, or for 
60 days after termination of employ-
ment. 

(Pub. L. No. 96–511, 94 Stat. 2812 (44 U.S.C. 
3501 et seq.)) 

[43 FR 47459, Oct. 13, 1978, as amended at 47 
FR 14706, Apr. 6, 1982; 60 FR 33722, June 29, 
1995] 

§ 48.10 Compensation for training. 
(a) Training shall be conducted dur-

ing normal working hours; miners at-
tending such training shall receive the 
rate of pay as provided in § 48.2(d) (Defi-
nition of normal working hours) of this 
subpart A. 

(b) If such training shall be given at 
a location other than the normal place 
of work, miners shall be compensated 
for the additional cost, such as mile-
age, meals, and lodging, they may 
incur in attending such training ses-
sions. 

§ 48.11 Hazard training. 
(a) Operators shall provide to those 

miners, as defined in § 48.2(a)(2) (Defini-
tion of miner) of this subpart A, a 
training program before such miners 
commence their work duties. This 
training program shall include the fol-
lowing instruction, which is applicable 
to the duties of such miners: 

(1) Hazard recognition and avoidance; 
(2) Emergency and evacuation proce-

dures; 
(3) Health and safety standards, safe-

ty rules, and safe working procedures; 
(4) Use of self-rescue and respiratory 

devices, with self-contained self-rescue 
device training that includes complete 
donning procedures in which each per-
son assumes a donning position, opens 
the device, activates the device, inserts 
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